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12V BATTERY CHARGER

USER’S INFORMATION MANUAL

Introduction
Thank you for purchasing this Acura accessory.
This User’s Information Manual contains important information about the safe operation of the battery charger. We urge you to read this
manual carefully, become familiar with the features it describes, and follow its recommendations.
This product is designed to be used exclusively on an Acura NSX. Acura is not responsible if the product is used for anything other than its
intended purpose.
This User’s Information should be considered a permanent part of the vehicle. It should remain with the vehicle at all times and stay with the
vehicle when sold.
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PARTS

IMPORTANT NOTICES

This product is a switch mode charger with both float and pulse
maintenance and represents the latest in battery charging
technology. Proper use of this product can help maximize the life of
the NSX’s 12 volt battery.

CALIFORNIA PROPOSITION 65

CHARGE PORT

AC CONNECTOR

MAIN CABLE

WARNING: This product contains chemicals known to the state of
California to cause cancer or reproductive toxicity.
Operate the charger in a clean, dry environment. Do not expose the
charger to rain or snow.
Do not operate the charger inside the vehicle. Vehicle charge cord
may be routed through the door opening.

CHARGE CABLE
RESET

CHARGE PORT
CONNECTOR

RESET

PROTECTIVE
CASE
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INSTALLATION INSTRUCTIONS

2. Connect the AC connector to household 2 prong AC outlet.

1. Connect the charger to the charge port inside the vehicle first.
CHARGE PORT

OUTLET

BATTERY
CHARGER CORD

CHARGE PORT
CONNECTOR

BATTERY
CHARGER

AC
CONNECTOR

REMOVAL INSTRUCTIONS
First unplug the battery charger AC connector, and then unplug the
charge port connector.
NOTE: To reduce the risk of damage to the electric plug and cord, pull
by the plug rather than cord when disconnecting charger.
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CHARGING
Indication Description
Error mode
1.
Desulphation
2.
Soft start
3.
Bulk
4.
Absorption
5.
Analyze
6.
Float
7.
Pulse
Power on
Error mode
The charger suspends the charging / voltage maintenance.
Reset
Error mode is acknowledged/reset by pressing the “RESET” button.

RESET
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STEP 1: DESULPHATION
Detects sulphated batteries. Pulsing current and voltage removes
sulphate from the lead plates of the battery restoring the battery
capacity.
STEP 2: SOFT START
Tests if the battery can accept a charge. This step prevents charging a
defective battery.
STEP 3: BULK
Charging with maximum current until approximately 80% battery
capacity.
STEP 4: ABSORPTION
Charging with declining current to maximize up to 100% battery
capacity.
STEP 5: ANALYZE
Tests if the battery can hold charge. Batteries that cannot hold
charge may need to be replaced.
STEP 6: FLOAT
Maintains the battery voltage at maximum level by providing a
constant voltage charge.
STEP 7: PULSE
Maintains the battery at 95–100% capacity. The charger monitors
the battery voltage and gives a pulse when necessary to keep the
battery fully charged.

BATTERY CHARGER OPERATING CYCLES
SOFT START

BULK

ABSORPTION

ANALYSE

FLOAT

PULSE

CURRENT (A)

VOLTAGE (V)

DESULPHATION

15.8V

Limit: Max 8h

4.3A until
12.6V

Max 8h

Increasing
voltage to
14.4V. 4.3A
Max 20h

Declining
Checks if
current. 14.4V voltage drops
to 12V
Max 10h

3 minutes

13.6V

12.7V–14.4V

4.3A

4.3–2A

10 days.
Charge cycle
Charge cycle
restarts if
restarts if
voltage drops
voltage drops
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CHARGE PORT INDICATOR

The charge port has a red LED that will flash to indicate a low voltage condition in the 12V battery. The LED will begin flashing any time the
battery voltage drops below 12.4 volts.
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MAINTENANCE INSTRUCTIONS

TROUBLESHOOTING

This product is maintenance-free. The charger must not be opened;
doing so will void the warranty and incorrect reassembly may result
in a risk of electrical shock or fire. If the battery charger is damaged it
should be returned to the dealer. The charger casing can be cleaned
using a damp cloth and mild cleaning agent. Follow the removal
instructions before cleaning.

If the error lamp is lit, check the following:
1. Is the charger connected to the charge port?
2. Has charging been interrupted in STEP 1, 2 or 5?
Restart the charger by pressing the ‘RESET’
button. If charging is still being interrupted, the
battery:
Could be seriously sulfated and may need to be
replaced.
Cannot accept charge and may need to be
replaced.
Cannot keep charge and may need to be
replaced.
3. Check fuse
4. Check condition of plug
5. Check 12V battery terminals
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HOW TO CHECK AND CHANGE FUSE
1. Remove the passenger’s under cover, as shown.

2. The fuse for the charge port is located in the subfuse box
shown here.

FRONT VIEW
3 CLIPS

PASSENGER’S
UNDER COVER

SUBFUSE BOX
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10A FUSE

CONNECTING
LOCATION

USAGE GUIDELINES

• Avoid covering the charger during use.

If an extension cord must be used, make sure that the extension cord
is in safe working order and has the proper wire size as shown below.
Use of improper extension cord could result in a risk of fire or
electric shock.

• Do not place the charger on top of the battery when charging.
• Do not operate charger if it has received a sharp blow or been
dropped. A damaged charger should be returned to the dealer.
• Do not charge a damaged battery.
• Do not charge a frozen battery.

LENGTH OF CORD FEET (M)

AWG SIZE OF CORD

25 (7.6)

18

50 (15.2)

18

100 (30.5)

18

150 (45.6)

16
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IMPORTANT SAFETY PRECAUTIONS
• If the charger fails to reach Step 6 within 50 hours, it will enter
an error mode where battery charging stops. The battery charger
should be disconnected if this error mode is entered.
• Aftermarket electronic accessory items can cause a drain on
the battery, which could result in longer than expected charging
times.
• Only use this battery charger to charge original
equipment NSX 12V batteries.
• All batteries will eventually wear out and fail. If the battery fails
during charging, the charger’s advanced controls will discontinue
the charge cycle. However, some error in the battery could exist
that prevents the charge cycle from auto-stopping. Do not leave
any battery charging unattended for an extended period of time.
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WARNING
The battery gives off explosive hydrogen gas during normal operation.
Working in the vicinity of a lead-acid battery is dangerous.
A spark or flame can cause the battery to explode with enough force to kill
or seriously hurt you.
Keep all sparks, open flames, and smoking materials away from the battery
and follow these instructions every time the charger is used.

WARNING: Battery posts, terminals, and related accessories contain
lead and lead compounds. Wash your hands after handling.

TECHNICAL SPECIFICATIONS
Charger model

08E90-T6N-200-01

Rated Voltage AC

110–130VAC, 50–60Hz

Charging voltage

14.4V

Min battery voltage

2.0V

Charging current

4.3A

Current, mains

1.1A rms (at full charging current)

Back current drain*

<1Ah/month

Ripple**

<4% of rated current

Ambient temperature

-4°C to +122°F (-20˚ to +50˚C), output power is reduced automatically at high temperatures

Charger type

7 step, fully automatic charging cycle

Battery types

All types of 12V lead-acid batteries (WET, MF, Ca/Ca, AGM and GEL)

Battery capacity

14–160Ah

Dimensions

6½ x 2½ x 1½ inches (L x W x H)

Weight

1.4 Ibs

* Back current drain is the current that drains the battery if the charge port connector is connected to the vehicle but the battery charger is
not connected to an AC source. This product has a very low back current.
** The quality of the charging voltage and charging current is very important. A high current ripple heats up the battery which has an aging
effect on the positive electrode. High voltage ripples could harm other equipment that is connected to the battery. Acura battery chargers
produce very clean voltage and current with low ripple.

BAM03342-07
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